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TRACK RIDE 3m
ROPE BURMESE BRIDGE DK—PST

. TWISTED CHALLENGE LADDER
. ABACUS PANEL

INCLUSIVE ACCESS RAMP
HALF SAFETY RAIL PANEL

. HALF SAFETY RAIL PANEL
. INCLUSIVE ACCESS RAMP

KALIDESCOPE

. HALF SAFETY RAIL PANEL

. MODERN PANEL

. CNC BUBBLE PANEL

. SAFETY RAIL PANEL W/ WHEEL
. MODERN PANEL

. SAFETY RAIL PANEL

. COMMANDO TUBE (LONG)

. SAFETY STAIRS DK—GND

. CATERPILLAR SLIDE 800

. CARGO CLIMBER DK-DK 400

. SAFETY RAIL PANEL

. FIREPOLE 1600

. CLATTER BRIDGE

. STEEL CUBBY ROOF

. MODERN PANEL

. ROCKWALL CHALLENGE 1200

. SQUEEZE BARS (UNDER)

. STEP PANEL & LOOPS

. MODERN PANEL

. SHOP FRONT PANEL (UNDER)
. ROCKWALL CHALLENGE 1200

. SAFETY RAIL PANEL W/ KALIDESCOPE
. DOUBLE WIDE SLIDE 1600

. STEEL CUBBY ROOF

. STEP PANEL & LOOPS

. COMMANDO TUBE (SHORT)

. MODERN PANEL

. TWISTER CLIMBER

. INCLINED ROPE BRIDGE

. NAUGHTS AND CROSSES PANEL
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ground cover is required under and around all play equipment.

- Tha mln recommended fall zone around the entire play structure is shown. This zone is to
be free of all tripping or colfision hazards (ie. roots, rocks, border material, etc).

— Site layout and dimensions are subject to verification prior to installation.

— Dimensiona in millimetres unless stated otherwise.

HdlqM- above Playground surface are shown on decks and all play equipment. ls. (&= 400mm
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